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Abstract. A constitutive model is developed within the framework of
Perzyna’s viscoplasticity for predicting the stress-strain-time behaviour
of soft porous rocks. The model is based on the hyperelasticity and mul-
tisurface viscoplasticity with hardening. A time-stepping algorithm is
presented for integrating the creep sensitive law. An example of appli-
cation to one-dimensional consolidation is presented. The objectives are
to: 1. present a soft rock model which is capable of taking into account
the rate sensitivity, time eﬀects and creep rupture; 2. to discuss the use
of an incremental procedure for time stepping using large time incre-
ments and 3. to extend the ﬁnite element code Lagamine (MSM-ULg)
for viscoplastic problems in geomechanics.
1 Introduction
For solving geomechanical problems, such as well-bore stability, subsidence, hy-
draulic fracturing and ect., the most important is to deal with a proper con-
stitutive model for the complex soft porous rock mechanical behaviour. Various
models have been developed for the time independent behaviour of chalk as a
typical soft porous rock. However the failure of an underground structure in
this rock may occur due to creep deformation and therefore the use of conven-
tional time-independent procedure for the interpretation of laboratory results
and the analysis of geotechnical boundary-valued problems may result in so-
lutions which do not properly capture the actual in situ response. The model
proposed in this study is a time-dependent inelastic model for rocks and soils
based on the Perzyna’s elasto-viscoplastic theory, [6]. Motivations for adopting
Perzyna’s elastic–viscoplastic theory are:
1. The formulation is well accepted and well used;
2. The generality of the time–rate ﬂow rule oﬀers the capability of simulating
time–dependent material behaviour over a wide range of loading;
3. The incorporation of the inviscid multisurface cap–failure–tension model,
developed in DIG–ULg in the frame of PASACHALK project, was of interest
([1] and [2]); and
4. The formulation is readily adaptable to a numerical algorithm suitable for
ﬁnite element procedure and particularly for implementation in Lagamine
(MSM–ULg) ﬁnite element code.
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2 Mechanical Model. Perzyna’s Viscoplasticity
Perzyna’s theory, [6] is a modiﬁcation of classical plasticity wherein viscous–like
behaviour is introduced by a time–rate ﬂow rule employing a plasticity yield
function. The strain rate tensor ε˙ij is composed of elastic ε˙eij and viscoplastic
ε˙vpij strains, or by the deﬁnition:
ε˙ij = ε˙eij + ε˙
vp
ij . (1)
The stress rate tensor σ˙ij is related to the elastic strain rate via a linear elastic or
hyperelastic constitutive tensor Cijkl . Therefore, taking into account the relation






The Jaumann type objective time derivative of stress tensor is deﬁned by σ˜ij =
σ˙ij+ωik σkj+σik ωTkj where ω is the anti-symmetric part of the velocity gradient.
The viscoplastic ﬂow rule is expressed as:
ε˙vpij = γ〈Φ (f)〉
∂g
∂σij
, 〈Φ (f)〉 =
{
Φ (f) , f > 0
0 , f ≤ 0 (3)
in which γ is a ﬂuidity parameter; Φ - viscous ﬂow function; g = g (σ,) - creep
potential and f = f (σ,) is any valid plasticity function, playing the role of
loading surface. The parameter  stays for some hardening function of the vis-
coplastic strain history, i.e.,  = (ε¯vp), where ε¯vp is an equivalent viscoplastic
strain representing the magnitude of the viscoplastic deformation. For a given
value of , all states of stress that satisfy f = 0 form the current ”static” yield
surface. The ”static” yield surface forms a boundary between elastic (f ≤ 0)
and viscoplastic (f > 0) domains. When a constant stress state is imposed such
that f > 0, viscoplastic ﬂow will occur. If f is a nonhardening yield function
the ﬂow will continue to occur at a constant rate. If f is a hardening function,
viscoplastic ﬂow occurs at a decreasing rate because as viscoplastic strain accu-
mulates, (ε¯vp) changes in value such that f(σ,) → 0 and thus ε˙vpij → 0. In
this way the static yield surface is moving out on a real time to eventually form
a new static yield surface containing the imposed stress state. Once the new
static yield surface has stabilized, the steady state solution ε˙vpij = 0 is achieved.
The resulting strains accumulated during this loading would be identical to the
corresponding time-independent plastic solution.
2.1 Application to the Soft Porous Rocks
The concept of two inelastic deformation mechanisms – collapse (volumetric
or cap) and shear failure or deviatoric – has been applied to the viscoplastic
analysis. Such a concept is based on the experimental observation for high porous
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Indexes c and d are for collapse (cap or volumetric) and deviatoric or shear
failure viscoplastic strain components and model parameters respectively. In
the present work the loading surface and creep potential are functions of the













, where IIIs = 13 sikskjsji and sij = σij − Iσ/3 is the
stress deviator. The static yield surface f = 0 and the creep potential function
g = 0 are divided into two regions along the ﬁrst stress invariant axis Iσ : the






) with fc and gc and the failure
surface region (Iσ ≥ L) with fd and gd. Here c is the cohesion, φC is the friction
angle in the compression path and p0 is the preconsolidation pressure. Such an
approach overcomes diﬃculties, mentioned in [7] to extend the Perzyna’s type
viscoplasticity in the case of multisurfase inelasticity.
Cap loading surface fc is a hardening surface deﬁned by





(Iσ + 3p0) = 0 , (5)
where
m = a(1 + b sin3β)n , (6)
b =
[ sinφC (3 + sinφE)]
1
n − [ sinφE (3− sinφC)] 1n
[ sinφC (3 + sinφE)]
1






3− sinφC (1 + b)
−n
, (8)
n is a model parameter and φE is the friction angle in the extension stress path.
We assume that:
Hypothesis 1 Hardening for the cap surface is due to the volumetric inelastic
strain - εcv and therefore fc = fc (σ, εcv) . The only hardening variable for the cap
surface, p0, depends only on εcv.
The hardening law is given as:
p˙0 =
1 + e
λ− κ p0 ε˙
c
v (9)
with e - the void ratio, λ - the slope of the virgin consolidation line and κ - the
slope of swell/recompression line in e− ln(Iσ/3) space. For the cap deformation
mechanism fc ≡ gc and referring to the eq. (3), the associated viscoplastic law
is:















with ω, ι and pa – material constants.
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Failure loading surface is a hardening, Van Eekelen [4] yield function:
fd = IIs +m
(
Iσ − 3 ctanφC
)
= 0 . (11)
Hypothesis 2 For the failure surface there is no hardening due to the cap type
















is the only hardening parameter for the failure surface, so fd = fd (σ, e¯ d) and
thus the internal state variables for the failure deformation mechanism – the
friction angles and the cohesion - are functions only of e¯ d.
For the internal state variables the concrete expressions , explored in the present
work are given like in [3]:
φC = φC0 + (φCf − φC0) e¯ d
Bp + e¯ d
, (12)
φE = φE0 + (φEf − φE0) e¯ d
Bp + e¯ d
, (13)
c = c0 + (cf − c0) e¯ d
Bc + e¯ d
, (14)
where φC0, φE0, c0 and φEf , φEf , cf are initial and ﬁnal friction angles and
cohesion in compression (C) and extension (E) stress paths. Coeﬃcients Bp
and Bc have the values of the equivalent deviatoric inelastic strain for which
half of the hardening on friction angles and cohesion is achieved, see [3].
The viscoplastic ﬂow law is non-associated and taking into account (3) it is
given by:









, γd = γc a2 , where αd and a2 are material constants.
The potential function gd depends on the dilatancy angles ψC and ψE in
compression and extension paths respectively, and is given as:
gd = IIs +m′
(




m′ = a′(1 + b′ sin3β)n , (17)
b′ =
[ sinψC (3 + sinψE)]
1
n − [ sinψE (3− sinψC)] 1n
[ sinψC (3 + sinψE)]
1






3− sinψC (1 + b
′)−n (19)
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Here the well known Taylor rule: φC − ψC = φE − ψE = const is used, which is
based on experimental evidences.
3 Numerical Algorithm
This section concerns a way for implementing the Perzyna’s type viscoplasticity
in the ﬁnite element code for large deformation inelastisic analysis Lagamine, [5].
It is presumed that the strain history is speciﬁed and the objectives is to de-
termine the corresponding stress history. Using a step-by-step time integration
scheme a numerical solution algorithm is developed at the constitutive level.
The time increments realized are large and the nonlinearity is much higher than
for the classical elastoplastic laws. The errors that are introduced by the inte-
gration scheme can be signiﬁcantly reduced by sub-incrementation. In the code
Lagamine the time increment ∆t = tB − tA, where B indicates the end of the
time step and A its beginning, is divided into a constant number N of sub-
intervals with a length ∆N t. For each sub-interval we have to integrate the eq.
(3), which an incremental form is:
∆σ = C (σ) (∆ε −∆εvp) (20)
The right side of (20) depends on σ and the hardening function . The problem
posed is therefore to know which stress state and value of  to introduce in the
right side of (20). A generalised mid-point algorithm is adopted here, where the
viscoplastic strain increment is approximated by one-parameter time integration
scheme as:
∆εvp = ∆N t [(1− θ) ε˙vp|A + θ ε˙vp|B ] , (21)
0 ≤ θ ≤ 1 .
In each Gauss integration point the following operations would be carried:
1. Use the stress rate from the previous sub-interval i− 1 and the stress σA at
the beginning of the step ∆t to evaluate a mid-point stress σθ:
σθ = σA + σ˜i−1 θ∆N t (22)
Hardening parameters, εcv for the cap and e¯d for the failure regions are eval-
uated in the same manner. Using the uniﬁed notation  it reads:
θ = A + ˙i−1 θ∆N t (23)
For the ﬁrst sub-interval, the stress rate and the hardening parameter rate
are initialised through the explicit or forward-Euler scheme.
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3. Calculate new stress and hardening parameter mid-point approximations:
σθ = σA + σ˜i θ ∆N t , (26)
θ = A + ˙i θ ∆N t (27)
4. Repeat 2. and 3. untill it converges. It is supposed that the convergence is
obtained after two iterations.
5. Calculate the stress state at the end of the sub-interval:
σB = σA + σ˜i θ∆N t , (28)
and update the hardening function:
B = A + ˙i θ∆N t (29)
6. Take into account an Jaumann correction based on the mid-point stress
value:
σB = σB +ω σθ + σθ ωT (30)
The above described updating procedure depends on the current value of
the stress invariant Iσ, which dictates the type of the activated deformation
mechanism. If Iσ < L then cap constitutive equations (5)-(10) are employed in
2. and for Iσ ≥ L equations (11)-(19) are used.
4 Numerical Example
Finite element simulation of one–dimensional consolidation has been performed.
Plain strain state has been considered. The material property data is: mass
density of solid skeleton ρ = 2.647 kNs2/m4 and the initial porosity n = 0.332.
Elastic properties are caracterised by constants: E = 3.6 × 105 kPa, ν = 0.3.
For the viscoplastic response material constants are: φCf = φC0 = 32◦, φEf =
φE0 = 52◦, cf = c0 = 10 kPa, Bp = 0.0001, Bc = 0.0002, n = −0.229, αc = 0.9,
αd = 0.1, ω = 2.0 × 10−5, a2 = 1.3, ι = 0.52 and the reference stress pa =
1.0×108 kPa. The sizes of the sample are 3.00x3.00 meters. Finite element mesh
and boundary conditions are shown on Fig.1, a. For the numerical simulation a
multistage rapid loading path followed by creep has been applied such that for
0 ≤ t ≤ 4 s there is loading up to 1.2 MPa, for 4 s < t ≤ 236 s the load is kept
constant, for 236 s < t ≤ 240 s loading up to 2.4 MPa and for t > 240 s there is
a creep with a constant load of 2.4 MPa. Fig.1, b. illustrates a typical variation
of the vertical displacement with the loading history at nodal points 7 and 9 .
5 Conclusions
The viscoplastic formulation and the numerical algorithm presented provide a
general format for extending inviscid models to Perzyna-type viscoplasticic con-
stitutive relationships suitable for ﬁnite element applications. The problem of
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Fig. 1. a. Finite element mesh and boundary conditions for the numerical ex-
ample. b. Displacement versus time in nodal points 7 and 9 - a representative
result
Perzyna’s viscoplasticity extension to multisurface inelasticity is solved by di-
viding the stress space on subspaces depending on the value of the ﬁrst stress
invariant and by deﬁning for each subspace loading and potential functions prop-
erly modelling the deformatiom mechanism activated by stress states belonging
to the given subspace. As an application of this concept, a viscoplastic model
for high porous rocks capable of describing experimentally observed shear failure
and collapse deformation mechanisms is presented. The model is implemented
into the Lagamine ﬁnite element code. A numerical test example for solving
one-dimentional nonlinear consolidation shows a reasonable prediction, qualita-
tively representing the experimental observations during oedometer creep tests
on chalk, [8]. The experience with the Lagamine FE code shows that the selec-
tion of the time step length is very important for the accuracy of the solution.
The variable time stepping scheme, realized by Lagamine automatic strategy is
more advantageouse to achieve the solution accuracy. Further work is needed for
evaluating proper identiﬁcation techniques and experimental veriﬁcation of both
elastic and inelastic behaviour. The experimental data has to be suﬃtiant for
performing a more precise least - square nonlinear estimation procedure. Thus
it will be possible to compare not only qualitatively but also quantitavely the
experimental and numerical results.
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